
CISCO ARCHIVE DOWNLOAD-SW OVERWRITE A FILE

You can download a switch image file from a TFTP, FTP, or RCP server to . Example: Switch# archive download-sw
/overwrite /reload.

When you attempt to delete any files, the system prompts you to confirm the deletion. All the files in the
directory and the directory are removed. Before uploading the image file, you might need to create an empty
file on the TFTP server. Permissions on the file should be world-write. All the files in the directory and the
directory are removed. For filesystem, use flash: for the system board flash device. Caution For the download
and upload algorithms to operate properly, do not rename image names. For example, the copy running-config
startup-config command saves the currently running configuration file to the NVRAM section of flash
memory to be used as the configuration during system initialization. The image is placed into a new directory
named with the software version string, and the BOOT environment variable is updated to point to the newly
installed image. For filesystem , use flash: for the system board flash device. Step 3 dir filesystem : Verify
your entry. Check connectivity to the TFTP server by using the ping command. For file-url , you specify the
path directory and the name of the file to be deleted. Caution When files are deleted, their contents cannot be
recovered. If you omit the filesystem : option, the switch uses the default device specified by the cd command.
Use the upload feature only if the web management pages associated with Device Manager have been installed
with the existing image. The permission on the file should be world-read. For more information on the TFTP
daemon, see the documentation for your workstation. During upload operations, if you are overwriting an
existing file including an empty file, if you had to create one on the server, ensure that the permissions on the
file are set correctly. If none are specified, all files and directories appear. Deleting Files When you no longer
need a file on a flash memory device, you can permanently delete it. You can also specify an optional list of
files or directories within the source directory to write to the new tar file. If there is not enough space to install
the new image and keep the current running image, the download process stops, and an error message is
displayed.


